Project Number
Project Date
Project Name


CES-097313.DOC

ACOUSTIC  WALL  CARPETING

	SECTION  USAGE  MATRIX

	CES
	Meetinghouse
	Mtg+CES Mod
	
	Storehouse
	D I Store
	Canadian
	O&M / R&I

	YES
	NA
	YES
	
	YES
	NA
	YES
	YES


	MODIFICATION  LOG

	DATE
	SOURCE
	DESCRIPTION

	
	
	

	13 Mar 07
	Mike Jenson
	Color Scheme added for Bishop Storehouse


	PROCEDURAL  NOTES

	COORDINATION

CES  Refer to wall carpet as 'Type C Wall Covering' on Drawings and Finish Schedule.

	DESIGN  INFORMATION  AND  BACKGROUND

CES:  This Specification Section is only used in the Seminary classrooms and not in the Institute classrooms for both stand alone and the Meetinghouse CES Module (except as specified for Folding Panel Partitions in Section 102227).
MEETINGHOUSE:  This material is not authorized for use in Meetinghouses.
STOREHOUSE;  Family Services module.


SECTION  09 7313

ACOUSTIC  WALL  CARPETING

PART 1 -  GENERAL

1.1 SUMMARY

A. Includes But Not Limited To:

1. Furnish and install wall covering 'Type 'C' as described in Contract Documents.

B. Related Requirements:

1. Section 06 4512:  Hardwood trim.

1.2 REFERENCES

A. Reference Standards:
1. ASTM International:

a. ASTM E 84-06, 'Test Method for Surface Burning Characteristics of Building Materials.'

1.3 SUBMITTALS

A. Informational Submittals:

1. Manufacturer Instructions:  Printed installation instructions.

B. Closeout Submittals:
1. Operation And Maintenance Data:

a. Manufacturer's literature or cut sheet.

b. Cleaning and maintenance instructions.

c. Color and pattern selection.

1.4 QUALITY ASSURANCE

A. Regulatory Requirements:

1. Class A in accordance with ASTM E-84.

2. Passes UBC 8-2 (formerly 42-2 corner burn test).

B. Qualifications:

1. Installers:  Minimum 2 years experience installing specified wall fabric.  Upon request, submit list of five installations minimum within 50 mile 80 km radius of Project.

PART 2 -  PRODUCTS

2.1 SYSTEM
A. Manufacturer:

1. Approved Supplier.  See Section 01 4300.

a. Wall Resources, Salt Lake City, UT  (800) 323-8226.

B. Description:

1. Colors / Patterns:

a. No. 18-03 Stone Impressions.

C. Performance:

1. Design Criteria:

a. NCR Ratings:

1) 0.60 over acoustical backer board.

2) 0.20 over gypsum board.

b. Velcro Resistance:  No pilling after 100 pulls of industrial grade hook.

D. Materials:

1. Acoustical Fabric Wall Covering:

a. Velcro-enhanced structural acoustical wall covering.

b. Weight:

1) 60 ounces per lineal yard.

2) 20 ounces per square yard.

c. Width:  108 inches minimum.

d. Fiber:  Fossfibre, 100 percent solution dyed polyester staple fiber.

e. Category Four Approved Products.  See Section 01 6200 for definitions of Categories.

1) Hytex 'Impressions' distributed by Wall Resources.

2.2 ACCESSORY PRODUCTS

A. Adhesive:

1. Type Two Acceptable Products:

a. Gardner-Gibson, Columbus, OH  www.gardner-gibson.com.

1) Primer:  Dynamite No. 221 Acrylic Wallcovering Primer.

2) Adhesive:  Dynamite No. 0433 Heavy Duty Clay Strippable Adhesive.

b. Equal as recommended by Wall Fabric Manufacturer and approved by Architect, before use.  See Section 01 6200.

PART 3 -  EXECUTION

3.1 INSTALLATION

A. Interface With Other Work:  Coordinate with Section 10 2227 for material used on folding panel partitions.

B. Apply one coat of specified primer to surface to receive wall carpet and allow to dry overnight.

C. Apply first coat of specified adhesive at full strength.  Apply adhesive to 100 percent of surface to be covered with wall carpet and allow to dry overnight

D. Dry hang wall carpeting with second application of wall covering adhesive at full strength.  Allow adhesive to tack before installing wall carpet.

E. Apply wall carpet horizontally (railroad) and so weave runs same throughout building.  No exposed horizontal joints allowed.

F. Butt joints above windows and doors are not allowed.

3.2 CLOSE-OUT ACTIVITIES
A. Instruction of Owner:

1. Instruct Owner in proper maintenance and cleaning methods for acoustical wall carpet.
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