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	PROCEDURAL  NOTES

	COORDINATION

CES and MEETINGHOUSE:  Refer to sisal wall covering as 'Type A Wall Covering' on the Drawings and in the Finish Schedule.

	DESIGN  INFORMATION  AND  BACKGROUND


SECTION  09 7226

SISAL  WALL  COVERING

PART 1 -  GENERAL

1.1 SUMMARY

A. Includes But Not Limited To:

1. Furnishing and installing wall covering 'Type A' as described in Contract Documents.

B. Related Requirements:

1. Section 06 4512:  Wood trim for sisal wall covering.

2. Section 09 2900:  Priming of gypsum board.

1.2 SUBMITTALS

A. Action Submittals:
1. Product Data:

a. Manufacturer's literature or cut sheet.

b. Maintenance instructions.

c. Color and pattern selection.

B. Informational Submittals:

1. Test And Evaluation Reports:  Copies of flame spread certification and 'Room-Corner Test.'

1.3 QUALITY ASSURANCE

A. Regulatory Requirements:

1. Wall covering shall have Class A flame spread rating.

2. Passage of UBC 8-2 'Room-Corner Test' is required for system.  Adhesive cited in test literature is required for installation of wall covering on Project.

PART 2 -  PRODUCTS

2.1 MANUFACTURERS
A. Manufacturer List:

1. Chapco, Chicago, IL  www.chapco-adhesive.com.

2. Design Materials Inc, Kansas City, KS  www.dmikc.com.

3. Fibreworks, Louisville, KY  www.fibreworks.com.

4. Roberts Consolidated Industries, Div QEP, Henderson, NV  www.robertsconsolidated.com.

5. Ronarco / US, Nipomo, CA  www.sisal.ws.

2.2 DESCRIPTION

A. Colors:
EDIT REQUIRED:  For CES Projects, select preferred color set from those listed.  No others acceptable.

1. Category Four Approved Products.  See Section 01 6200 for definitions of Categories.

a. Color 0250 Jacinth by Design Materials Inc.

b. Color 334 Jacinth by Fibreworks.

c. Color C34 Jacinth by Ronarco.

2.3 MATERIALS
A. Sisal Wall Covering:

1. 100 percent fire-treated sisal yarn.

2. 11/64 inch pile height, 48 oz/sq yd minimum.  Sisal to be installed full height on walls shall be furnished in 9, 12, or 13 foot wide goods.

3. Reversible weave type, without backing.

2.4 ACCESSORY PRODUCTS

A. Wall Covering Adhesive:

1. Category Four Approved Products.  See Section 01 6200 for definitions of Categories.
a. CIC 257 Adhesive by Fibreworks.

b. Sisal Adhesive No. 1-422 by Design Materials.

c. #90 by Chapco for Ronarco.

B. Seam Cement:

1. Type Two Acceptable Products:

a. Roberts 4015 Seam Cement by Roberts Consolidated Industries.

b. Equal as recommended by Wall Covering Manufacturer with approval of Architect before installation.  See Section 01 6200.

PART 3 -  EXECUTION

3.1 PREPARATION

A. Prime or size surfaces other than gypsum board with material recommended by Wall Covering Manufacturer.

3.2 INSTALLATION

INFORMATION:  Architect can procure DVD for Contractor by contacting A&E Div, DeeAnn (801) 240-2472.
A. Apply wall covering in accordance with Manufacturer's instructions, available on DVD from Owner through Architect.

B. Using specified adhesive, glue continuously to surface to be covered with wall covering.  Apply adhesive in accordance with Manufacturer's recommendations.

C. Run 'ribs' in weaving horizontally (panel style) when installing wall covering full height.  If sisal installed only as wainscotting, 'ribs' may be installed vertically.  Install wall covering so it extends to within 1/8 inch of floor slab.
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