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	PROCEDURAL  NOTES

	COORDINATION
O & M:  Carpet replacement Projects by FM Groups not including other work use a Purchasing Department process which does not use this specification Section.
CES and MEETINGHOUSE:  On new Projects, it is intended that carpet be installed AFTER Substantial Completion.  This Section is written as though that is the case.  If this sequence is changed, Project Manager and Architect must edit the Section before releasing bidding documents, or Project manager, Architect, and Contractor must formulate a change order to make certain everything is accounted for.

	DESIGN  INFORMATION  AND  BACKGROUND


SECTION  09 6816

SHEET  CARPETING:  Urethane Cushion, Direct Glue

PART 1 -  GENERAL

1.1 SUMMARY

A. Related Requirements:

1. Section 01 1200:  Carpet and rubber base is excluded from Contract and provided by Owner after Substantial Completion.  This specification establishes quality of materials and installation for information Owner's Representatives.

2. Project Manager will:

a. Maintain conditions inside building to levels normal at occupancy of building.  These conditions will be maintained from three days before beginning of carpet installation through completion of installation.

b. Maintain fresh air ventilation after installation for 72 hours minimum or until lingering odors are gone.

c. Not allow traffic of any kind on newly installed carpet for 24 hours minimum after installation is completed nor allow wheeled traffic of any kind or placement of furniture or equipment on carpet for 48 hours minimum after completion of carpet installation.

d. Provide dumpster for debris resulting from carpet installation and cleanup.

1.2 REFERENCES

A. Reference Standards:
1. ASTM International:

a. ASTM F 1861-02, 'Standard Specification for Resilient Wall Base.
1.3 ADMINISTRATIVE REQUIREMENTS

A. Pre-Installation Conference:

1. Schedule carpet pre-installation conference same day installation of carpet is to begin.

2. Review condition of subfloor to determine required patching, cleanliness requirements, and other work necessary to prepare subfloor for installation of carpet.

3. Review results of previous slab vapor emission and pH tests performed on new concrete subfloor.

4. Review building modifications that are necessary to accommodate carpet installation.

5. Review environmental conditions for acceptability for beginning floor preparation and carpet installation.

1.4 SUBMITTALS

A. Closeout Submittals:

1. Warranty Documentation:  Include final, executed copy of warranty in Operations And Maintenance Manual specified in Section 01 7800.
B. Maintenance Material Submittals:

1. Extra Stock Materials:  Leave excess pieces of carpet, 6 feet square 1 800 sq mm or larger, and 25 lineal feet 8 meters minimum of carpet cove base.  Roll up and tie securely.

1.5 QUALITY ASSURANCE

A. Qualifications:  Carpet installer shall be qualified and approved by Carpet Manufacturer.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Deliver materials and accessories necessary for completion of carpet installation to site before beginning installation of carpet.  Do not deliver materials before date scheduled for installation.

1.7 WARRANTY

A. Provide Carpet Manufacturer's 15-year warranty on carpet system including specific workmanship warranties for appearance retention, delamination, edge raveling, fuzzing, pilling, and other textural changes which can be controlled through proper manufacturing.  Warranty shall also cover defects in installation workmanship and installation materials.  Warranty terms will include inspection of defective area within 15 days of receipt of written notice from Owner and completion of corrective work within 45 days, unless other arrangements are made in writing with Owner on case-by-case basis.  If carpet defect or installation defect continues to appear after two separate notices for correction from Owner, carpet where defects have occurred shall be replaced.

PART 2 -  PRODUCTS

2.1 OWNER-FURNISHED PRODUCTS

A. Manufacturers:

1. Category One Approved Suppliers.  See Section 01 6200 for definitions of Categories.

a. Mannington Commercial Carpets, Calhoun, GA:  Help Line Voice Mail (800) 241-2262, ext 8045, (888) 487-3600, or (801) 487-3600.

b. Lees, Division of Mohawk Carpets, Glasgow, VA:  Help Line (800) 523-5555 or (801) 397-5626.

B. Description:

1. Colors / Patterns:

a. Manufacturer and Color:

1) Burgundy '1':  Lees Nauvoo, 407 Columbine.

2) Burgundy '2':  Mannington LDS Horizon, Medallion.

3) Navy '1':  Lees Nauvoo, 405 Bountiful.
4) Navy '2':  Mannington LDS Horizon, Ocean.

C. Materials:
1. General:  Materials supplied for carpet installation shall be complete package from a specified Carpet Manufacturer.  Do not mix items from material packages of different carpet manufacturers.

2. Carpet Base:  4-1/2 inch 115 mm wide base made of same carpet from manufacturer as used in each room, but without cushion backing.  Top edge of base serged with 1-1/4 inch 32 mm polyester binding fabric to coordinate with Owner's color scheme.  Roll edges of binding fabric under and sew along top edge of carpet cove base.

3. Carpet Accessories:  Snap-in vinyl reducer strips and vinyl track.

4. Floor Leveling Compound, Floor Patching Compound, And Latex Underlayment:  As recommended and approved by Carpet Manufacturer.

5. Resilient Base And Accessories:

a. General:

1) Molded or extruded meeting requirements of ASTM F 1861, Type TS:

a) Vulcanized SBR rubber, free from objectionable odors, blisters, cracks, and other defects affecting appearance or serviceability of rubber, and not containing fabric.

b) Color pigments used shall be highly fade-resistant, insoluble in water, and resistant to light, alkali, and cleaning agents.

b. Base:

1) Size:  1/8 inch by 4 inch 3 mm by 100 mm.

2) Style:  1/2 inch standard toe.

c. Stair Skirts:  Cut from stock 1/8 inch 3 mm thick by maximum length available to contour and profile of stairs.  Gap between skirt and stair shall not exceed 3/16 inch.
d. Adhesive:  Best for work as recommended by Manufacturer.

e. Category Four Approved Manufacturers And Colors.  See Section 01 6200 for definitions of Categories.

1) Wallflower TS, 014 Medium Gray by Flexco by ESD Flooring Systems, Tuscumbia, AL  www.marleyflexco.com.

2) Pinnacle TS, RP150 Dark Gray by Roppe Rubber Corporation, Fostoria, OH  www.roppe.com.

PART 3 -  EXECUTION

3.1 EXAMINATION

A. Verification of Conditions:

1. Variation In Grade:  Plus or minus 1/8 inch 3 mm in any 10 feet 3 m of floor slab and distance between high point and low point of slab of 1/2 inch 12 mm.

2. Testing Procedure:  Place ends of straightedge on 3/8 inch 9 mm high shims.  Floor is satisfactory if 1/4 inch 6 mm diameter steel rod rolled under straightedge will not touch anywhere along 10 foot 3 meter length and 1/2 inch 12 mm diameter steel rod will not fit under straightedge anywhere along 10 foot 3 meter length.

3. Notify Facilities Manager in writing if floor surface is not acceptable to install carpet.  Do not lay carpet over unsuitable surface.  Commencing installation constitutes acceptance of floor and approval of existing conditions.

3.2 PREPARATION

A. Floor Preparation:  Prepare floor substrate in accordance with Carpet And Rug Institute (CRI) best practices to receive carpet installation and to provide installation that meets warranty requirements.

3.3 INSTALLATION

A. Carpet:

1. Seaming Requirements:

a. Lay rooms parallel to respective Corridors.  Seam to permit best use of available carpet.

b. Quarter turning allowed only at cross-Corridors longer than 24 feet 7 meters.

c. Use single or double seams at doorways.  Run nap of pieced carpet in same direction. 

d. Seal seams in accordance with Carpet Manufacturer's instructions and according to CRI Bulletin 104 and 105 as applicable.  Seam carpet base only at inside corners.

e. Generally, install carpet on Rostrum first, Chapel second, Overflow third, and then remainder of building.

f. Install carpet under edge of metal thresholds where possible.  Use specified carpet accessories at exposed edges.

B. Resilient Base And Accessories:

1. Install in manner to produce smooth, even finished surfaces tightly jointed and accurately aligned.

2. Fit specified items tightly.  Use fillers where necessary.  Fit neatly against projections, piping, electrical service outlets, etc.

3. Secure specified items with specified adhesive.  Cement substantially to vertical surfaces including rubber base to cabinet work base.

4. Line up top and bottom lines of base throughout.

5. Roll until firm bond has been established.  Leave level, free from buckles, cracks, and projecting edges.

3.4 FIELD QUALITY CONTROL

A. Field Testing:

1. Within one month before Substantial Completion of new buildings or additions, General Contractor will have tested slab for water vapor emissions by placing dome moisture-testing (RMA) kits as follows:

a. One test near center of North wall in room to be carpeted.

b. One test near center of South wall in room to be carpeted.

c. One test near center of Chapel.

d. One test at lowest grade of floor to be carpeted.

2. pH tests will also have been performed in conjunction with each vapor emission test.

3. Copies of General Contractor's test results will be available to Carpet Manufacturer before pre-installation conference specified in PART 1 above.

B. Field Inspections:

1. Unacceptable carpet after installation shall include but not be limited to:

a. Delaminating carpet from backings.

b. Fiber loss less than specified. 

c. Edge raveling.

d. Fuzzing of carpet fibers.

e. Pilling of carpet fibers. 

f. Appearance retention less than control samples attached to Agreement.

g. Dye bleeding.

h. Zippering fibers in carpet.

i. Color streaking.

j. Irregular tufts of fiber.

2. Unacceptable workmanship shall include but not be limited to:

a. Improper floor preparation before installation.

b. Failure of adhesive to completely adhere carpet to floor resulting in bubbles, ridges, or ripples where carpet has separated from floor.

c. Seams that do not comply with specified requirements.

1) Raveled or untrimmed seams.

2) Seams not sealed, level, straight, or even.

3) Open seams.

4) Seams visibly open when viewed by Project Manager from standing position.

d. Failure to properly install carpet next to walls and door frames to eliminate gaps or puckering of carpet.

e. Use of unspecified carpet.

f. Carpet base ends not finished to terminate at door frames or vertical trim shall have 45 degree angle 'birdsmouth' finish.

g. Adhesive exposed on carpet, on carpet base, beyond edges of carpet base, and on other surfaces of building.

h. Carpet base that is not scribed to fit against floor with no gaps.

i. Carpet base attached by means other than acceptable carpet base adhesive.

3. Unacceptable carpeting will be rejected and shall be repaired or replaced at no additional cost to Owner.  Facilities Manager will determine reasonable location of acceptable transition points for removal of unacceptable carpet.  Minimum replacement size shall be:

a. Between nearest existing seams,

b. Between natural transition points, or

c. 12 feet 3 600 mm of running length.

3.5 CLEANING

A. Remove rubbish, wrapping paper, scraps, and trimmings from project site and deposit in Owner furnished dumpster.
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